~ insuz

Heating Systems

Buffle-plate heat exchanger system
offers easy cleaning and maintenance,
by eleminating the soot accumulated
inside the fire tubes unlike traditional
fire tubed boiler models. Heat
generated in combusition chamber
performs 4 passes before leaving the
system. This unique system have
spectacular results leading to ease in
comfort as cleaning made easy, as well

as cleaning periods are well extended

beyond standarts.

INKKM
Solid Fuel Fired Domestic Boilers

Cuctema TtemioobMeHa C TeEpero-
POJICKOM, IpOoCcTa B OOpAIIeHUH U JIETKO
YUCTUTCS MNyTeM YyAaleHHUS
CaXXW,KoTopas CKamjJIuBaeTCs B
ApIMOTapHONH TpyOe, a He Kak B
OOBIYHBIX MOJU(PUKALUAX TBIMO-
TapHbIX KOTJIOB.

Tenno ,mpousBogmmoe B Kamepe
CTOpaHUs,COBEpIIAET 4 Kpyra nepes TeM
KaK IOKHHYTh CUCTEMY.

OTa yHUKanbHas CHCTEMa IOpa)kaeT

CBOUMH PE3YyJIbTaTaMHU.
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Heating Systems Solid Fuel Fired Domestic Boilers

ADDITIONAL FEATURES

Special grate: Design for maximum fuel and air mixture

Cover jackets: Easy assembling and de-assembling. Quality paint

Body: Automated weldings. Leak free, %100 hydrolic tested.

Safety: Limit thermostat for overheating situations.

Ease: An ash tray and externally actuated movable grades allows ease of ash removing and cleaning
Fuel: Coal, wood, pellet, chip wood* or any other non-petroleum products could be used as fuel

JOINOJIHUTEJIBHBIE ®YHKIINHU

CneunuajbHas TONOYHAA pemieTka: Pazpaborana 115 MAKCUMaJIbHOTO CMEIIMBAHUS TOIUIMBA M BO3IYXA.
Py6amka: Jlerko pa3oupaercs u cobupaercsa. KauectBeHHas kpacka.

Kopnyc: Asromarnueckas cBapka. bes yreuek 100% nporectupoBaHo

besonacHocTb: TepmocTar nmpe1oTBpaIacT Neperpes

Yucrtka: [loaoH Ui nemia 1 MoJBUKHbIE OTKOCHI IO3BOJISIFOT JIETKO YUCTUTH OT CaXH.

TonmmBo: Yrons, ApeBecuHa, OpUKET, IPEBECHBIE OTXOAbI U APYTH MPOAYKThI HE HEPTAHOTO
MPOUCXOKICHHUSI MOTYT UCIIOJIB30BATHCS B KAYECTBE TOILIMBA.
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TECNICAL SPECIFICATIONS

Product Capacity kWh 23 46

Boiler Height (A) mm 1480 1650

Boiler Lenght (C) mm 688 862
Boiler Inlet / Outlet Connections inch 1" 1.1/4"

Net Weight kg 210 326

Water Content It 45 77
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